
 GTS-1000 
Digital Motorized Test Stand

>	 1000 N / 220 lbf / 100 kgf 
tension and compression

>	 Broad speed range to 40 in/min 
or 1000 mm/min

>	 Extended opening for  
large samples

>	 Digital controls

Shown with GTX Force Gauge



AUTHORIZED DISTRIBUTORS
Ask the experts. Dillon distributors offer 
complete service capabilities from application 
assistance to sales and product support. Their 
experienced representatives are the most 
knowledgeable experts that you will find in the 
force measurement industry. We recommend 
that you consult these capable specialists for 
all of your measuring needs.

Please call us or visit
www.dillonforce.com

for your nearest
Dillon distributor.
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Force Measurement Instruments

GTS-1000

The Dillon GTS-1000 is a ball-screw driven digital 
test frame with impressive abilities. The dimensions, 
speed range and capacity have been carefully 
optimized to cover the test procedures and specimen 
sizes most often needed by quality departments 
within R&D and production industry.  

The digital controls produce accurate testing speed 
and intuitive operation. The large slotted workspace 
secures awkward samples and fixturing. 

Two test modes increase productivity and enhanced 
stand control is available with the GTX force gauge.  
Dillon offers a wide assortment of gauges, grips, 
accessories and software for a system that meets 
your needs at the best price.

 Specifications:
Adjustable throat opening for the best combination of 
opening and ultimate capacity. 

Capacity
1000 N 
220 lbf 
100 kgf

750 N 
165 lbf 
75 kgf

500 N 
110 lbf 
50 kgf

Throat opening
2.6 inch 
67 mm

3.8 inch 
97 mm

5.0 inch 
127 mm

Speed:  0.2 – 40 in/min / 5 – 1000 mm/min

Speed accuracy:  +4% of indicated speed

Mount holes: Two 2.25 in / 57 mm vertically spaced.

Travel: 18.7 inch / 475 mm

Warranty: 2 year parts and labor

Weight: 54 lb / 25 kg

Dimensions:
Inches (mm)

Generous travel

Multiple crosshead 
mounting positions

Versatile T-slot 
work surface

Side-mounted controls 
always accessible

Convenient front 
travel limits

Digital speed

19.3  (490)

DEPTH: 10.4 (265)

22.8
(580)
max

30.2
(845)

10.2
(260)

Throat
Opening

Crosshead 
pointer


